7700 TIR 05207
Movement
Winding

Power reserve
Jewels

Functions
Watch

Chronograph

Case

Bezel
Crown
Push-pieces
Crystal

Dial

Indexes

NABUCCO
TECHNICAL DESCRIPTION

Chronograph — RW5010
Automatic
46 hours

27 rubies

Central hours and minutes, small seconds-hand at 9 o’clock

Round date window at 4h30
Date adjustment using push-piece at 10 o’clock

Start, stop and restart using push-piece at 2 o’clock
Return to zero using push-piece at 4 o’clock
Central chronograph hand

30 minutes counter at 3 o’clock

12 hours counter at 6 o’clock

Tachometer ring on the bezel

Round — matte titanium and polished steel

Diameter: 43mm
Thickness: 14.2mm

Circular satin and polished steel
Steel, screwed down - fluted with RW monogram
Steel, screwed down and fluted

Sapphire crystal with dual-sided antiglare treatment

Galvanic black, with a chequerboard pattern in the center

Snailed silver counters

Luminescent applique Arabic numeral “12” and 8 luminescent

applique indexes, with polished edges
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Hands

Hours / Minutes Steel type, bombég, enhanced with luminescent material, Boston
Small second at 9  Steel type, glossy finish, Boston

Sweep secondls hand Blued steel type, glossy finish, baton

Counters Blued steel type, glossy finish, Boston
Case back Screwed down
Strap Black rubber alligator style, equipped with a RW folding clasp in

titanium, opening with a double push-piece security

Water resistance 20 ATM

RAYMOND WEIL

GENEVE



